
 

 

DATA SHEET 

EMICPO (Certified Pre-Owned Gages)  

 

EMI GAGE 
28W144 Industrial Ave Suite # 120 
Lake Barrington, IL  60010-5939 

Tel:  (847) 277-7511 Fax: (847) 277-7911 
 

 
Talyrond 250 CPO* 

Let’s face it EMI Gage firmly believes that used is good.  Our customers seem to agree with us and that is why we are in 
this business. 
 
The following summary briefly explains why we think EMI Gage’s CPO program is good.   We hope that the summary 
answers some of the questions that you may have.  Should you have any additional questions after reading our 
information, please do not hesitate to contact us because we are here to help you. 
 
CPO Program Basics: 
 
Four things make an EMI Gage certified pre-owned (CPO) instrument what it is: 
 
First, it must qualify to be in the EMI Gage CPO program.  
Second it has to undergo and pass our multi-point instrument inspection. 
Third it receives our limited warranty to give our customers immediate peace of mind. 
Fourth we provide you with ongoing service maintenance at preferred rates. 
 
These basic elements add up to a CPO instrument that you can use confidently and at a very economical price. 

EMI GAGE is an independent supplier of support and accessories for surface texture and roundness 
measuring instruments for use in automotive, aerospace, medical and related industries. 

*Not affiliated with OEM manufacturers Mahr, Mitutoyo, Taylor-Hobson, Zeiss TSK* 
 

 

Measurement Capacity 

Maximum Diameter 300mm (11.8 in) 

Maximum Weight 20Kg (44.1 lb) 

Maximum Height 300mm (11.8 in) 

Worktable & Spindle 
Worktable Diameter 190 mm 

Speed of Rotation 6 rpm nominal, clockwise 

Range of Centring ± 0.75 mm (± 0.03 in) 

Range of Levelling ± 2.6 m rad  (± 8.6 arc minutes) 
Roundness Limit of Error 

(departure from Least Squares 
Circle at 6 rpm with 0-50 u.p.r 

filter) 

Concentric Load within 0.04µm + 0.0003µm/mm 
height above worktable (1.5 µin + 0.8 µin/inch)* 

Axial Error 0.1 µm (3.9 µin) maximum axial movement of 
worktable during one revolution 

Vertical Straightness Module 
Measurement Length 300mm (11.8in) 

Straightness Limit of Error 
(Minimum Zone Straightness 
at 5mm/sec (0.2in/sec) with 

8.0mm (0.3in) cut-off low pass 
filter 

1.0 µm over 300 mm (39 µin over 11.8 in) and 0.25 
µm over any 100 mm traverse length (10 µin over 

3.9in) 

Positional Control Uncertainty ± 100 µm (± 0.004 in) for one single move 

Motorised Radial Arm 

Traverse Length 150mm (5.9 in). This may be set for up tp 50mm 
(1.97in) of travel past the spindle axis 

Positional Control Uncertainty ± 100 µm (± 0.004 in) for one single move 

Gauge 
Standard Stylus Arm Length 100mm (3.94 in) 

Range of Gage Movement with 
100mm Stylus Arm 2.0mm(0.079in) Nominal 

 
  

 

 

 
 
Certified Pre-Owned. 

  

 

 

 


